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Assignor: Contact:  Henning Grønnebæk   

 Company:  Exhausto   
  
  
Item: ESL235SER 

 
Sampling: The sample was forwarded by the assignor. 

 
Period: Testing took place in Q3 2022. 

 
Method: EN13141-3:2017.  

 
Test result:  Installation 

height [m] 

Flow [m3/h] Odour reduction factor 

[%] 

Test 1 0,6 170 74,3 

Test 2 0,6 180 76,9 

Test 3 0,6 175 76,1 

Test 4 0,5 170 77,4 

Test 5 0,5 160 76,7 

Test 6 0,5 150 74,5 
 

  
The results of the flow measurements can be found on page 2 of this report. 
 

Remarks: Instead of the pressure plane described in EN13141-2 a pressure compensation 
chamber, 5d from the hood, have been used. Flow measurements in accordance with 

ISO5801. 
 

Terms: This analysis/test was conducted accredited in accordance with international  
requirements (ISO/IEC 17025:2017) and in accordance with the General Terms and 

Conditions of  
Danish Technological Institute. The test results solely apply to the tested item. This  
analysis report/ test report may be quoted in extract only if Danish Technological  

Institute has granted its written consent. 
 

Place: 29-08-2022, Teknologisk Institut, Taastrup, Hood Lab 
 
 
 
 

Underskrift: Asger Skød Søvsø 
Head of Hood-Lab 
 
This document is digitally signed. 

Kurt Frank Johansen 
Co-reader 
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Pt Pitotrør (Pa) Pt Trykkasse (Pa) Emhætte (Pa) Flow (m3/h) Pt Pitotrør (Pa) Pt Trykkasse (Pa) Emhætte (Pa) Flow (m3/h)

247 240,3 323,5 152,5 254,1 254,5 254,2 0

197 195 263 139

140,2 139,6 186,6 117,7 Spjældet lukker helt så der ikke er noget luft

102,8 100,7 134,2 101

47,3 47,2 64,4 73,1

Pt Pitotrør (Pa) Pt Trykkasse (Pa) Emhætte (Pa) Flow (m3/h) Pt Pitotrør (Pa) Pt Trykkasse (Pa) Emhætte (Pa) Flow (m3/h)

242 246,4 343,5 177,4 258,8 252,4 256,7 20,3

191,5 197,1 275,4 159,1 206,5 197,9 204,9 19,2

143,9 149,5 209,8 139,8 151,4 149,8 154,4 17,7

98,1 100,8 139,1 116,3 97,2 94,8 98,8 16,5

49,17 51,4 68,9 85,5 51,42 50,7 51,48 14,8

Pt Pitotrør (Pa) Pt Trykkasse (Pa) Emhætte (Pa) Flow (m3/h) Pt Pitotrør (Pa) Pt Trykkasse (Pa) Emhætte (Pa) Flow (m3/h)

233,6 259 383,1 228,5 285,9 250,1 294 66,8

191,5 207,4 307 204,7 224,2 197 231 59,3

139,3 154,8 227,7 177 169,1 146,8 164,6 51

91 104,3 152,3 147 110,3 97,7 109,7 42,8

44,87 53,04 72,9 107,7 57,41 50,95 60,38 32,3

Pt Pitotrør (Pa) Pt Trykkasse (Pa) Emhætte (Pa) Flow (m3/h) Pt Pitotrør (Pa) Pt Trykkasse (Pa) Emhætte (Pa) Flow (m3/h)

212,1 251,4 407,4 294.1 267,2 253,2 326,6 124,5

165,4 201,7 320,2 261,3 206,5 192,3 247,4 108

123,4 151,7 243,4 226,8 159,8 151 191,2 95,4

80 97,7 155,2 182,8 108,4 104,3 133,6 80

37,95 48,4 76,86 130,6 53,1 49,77 61,7 55,1

Pt Pitotrør (Pa) Pt Trykkasse (Pa) Emhætte (Pa) Flow (m3/h) Pt Pitotrør (Pa) Pt Trykkasse (Pa) Emhætte (Pa) Flow (m3/h)

201,8 247,7 408,3 407 243,8 246,3 353,3 186,5

162,6 197,7 326 363 194,3 194,3 277 164,6

117,8 146 239,9 311,4 144,9 147 212,8 143,7

76,27 97,77 158,6 254,7 97,2 102,3 143,6 119,4

40,01 51,04 85,4 186 48,99 51,57 73,14 85
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